
ANTISTATIC WORKWEAR
Flame resistant, antiacid, antistatic 
work trousers, 80% cotton, 19% 
polyester, 1% antistatic carbon 
fibre
It also protects from electric arc and 
welding process

• Weight: 310 g/m2
• 2 external pockets with side opening
• 2 back flap pockets with velcro
• Front zipper  fastener covered with flap

and hidden snap button on the waist
• 1 right leg back pocket for measuring

tape
• Elastic waist on the back
• It maintains its protective characteristics

only if worn with the cod. 436370
• Colour: blue
• EN 1149-5, EN 13034, EN ISO

11612 A1 B1 C1 E2,  EN ISO
11611 CLASS 1 A1, EN 61482-2
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Art. No. Size
9843 637 407 S
9843 637 408 M
9843 637 409 L
9843 637 410 XL
9843 637 411 XXL

ANTISTATIC WORKWEAR
Flame resistant, antiacid, antistatic 
work trousers, 75% cotton, 24% 
polyester, 1% dissipative fibre.

• It also protects from electric arcs and
welding processes

• Weight 270 g/m2
• 2 waist pockets with side opening
• 2 back pockets with flap and velcro
• Front zipper fastener covered with flap

and hidden snap button on the waist
• Elastic waist on the back
• Two-tone fabric
• Contrasting seams
• High visibility bands at the bottom of

the legs
• It maintains its protective characteristics

only if worn with the cod. 436384
• Colour: yellow/blue
•
•

Sizes:  S, M, L, XL, XXL
EN 1149-5, EN 13034, EN ISO
11612, EN ISO 11611, EN ISO
20471

Art. No. Size
9843 637 207 S
9843 637 208 M
9843 637 209 L
9843 637 210 XL
9843 637 211 XXL
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